
Robot Graph Grammars:
Towards Custom Robots for Every Task

by

Allan Zhao

B.S. Electrical Engineering and Computer Science, UC Berkeley, 2017
M.S. Electrical Engineering and Computer Science, UC Berkeley, 2018

Submitted to the Department of Electrical Engineering and Computer Science
in partial fulfillment of the requirements for the degree of

DOCTOR OF PHILOSOPHY

at the

MASSACHUSETTS INSTITUTE OF TECHNOLOGY

February 2024

© 2024 Allan Zhao. All rights reserved.

The author hereby grants to MIT a nonexclusive, worldwide, irrevocable, royalty-free
license to exercise any and all rights under copyright, including to reproduce, preserve,

distribute and publicly display copies of the thesis, or release the thesis under an
open-access license.

Authored by: Allan Zhao
Department of Electrical Engineering and Computer Science
January 26, 2024

Certified by: Wojciech Matusik
Professor of Electrical Engineering and Computer Science
Thesis Supervisor

Certified by: Daniela Rus
Professor of Electrical Engineering and Computer Science
Thesis Supervisor

Accepted by: Leslie A. Kolodziejski
Professor of Electrical Engineering and Computer Science
Chair, Department Committee on Graduate Students



2



Robot Graph Grammars:
Towards Custom Robots for Every Task

by

Allan Zhao

Submitted to the Department of Electrical Engineering and Computer Science
on January 26, 2024 in partial fulfillment of the requirements for the degree of

DOCTOR OF PHILOSOPHY

ABSTRACT

As robots find broader applications outside factory floors, they face an increasing number
of challenges. For example, they must accommodate rugged terrain, limited battery capac-
ity, and complex dynamics. Existing robots are largely designed by hand to meet a given
set of specifications. While highly capable, these manually-designed robots tend to leave
performance on the table. These difficulties have motivated research into automatic robot
design tools. Early tools were often limited in the range of robot topologies they can ex-
plore, however. Current graph-based robot representations can expand the space of possible
designs, but it is not always clear how the resulting designs can be fabricated.

To enable efficient design exploration and ensure fabricability, we propose graph gram-
mars as a universal robot design representation. Graph grammars use rewriting rules to
incrementally add complexity or select among distinct design alternatives. Because only
fabricable components and connections are expressed in the grammar, the generated robot
topologies are valid by construction. Through recursion and branching, graph grammars can
also generate a large variety of possible designs. To tackle this expansive search space, we
propose a specialized learning-based search algorithm called Graph Heuristic Search (GHS).
GHS focuses limited simulation resources on the most promising designs. We compare GHS
to random search and Monte-Carlo tree search baselines, showing that GHS finds higher-
performing designs in less wall-clock time. We combine graph grammars and GHS with other
techniques such as differentiable simulation to efficiently optimize multiple types of mobile
robots. In doing so, we show that graph grammars are a principled yet general design rep-
resentation for robot co-design. Their efficiency and versatility brings us one step closer to
the dream of generating custom robots for every task.
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Chapter 1

Introduction

The number and complexity of applications for robots is steadily increasing. Many of these

use cases, such as surveying and transportation, require mobile robots that can traverse a

variety of outdoor environments while conserving battery power. Each type of environment

also comes with its own unique design challenges. Land-based robots must contend with

rugged terrain, underwater robots must balance their centers of mass and buoyancy, and

�ying robots must deal with strict weight penalties and high sensitivity to disturbances. At

the same time, robot designers try to optimize for multiple di�erent metrics such as speed,

range, e�ciency, and cost. This combination of complex dynamics and interconnected design

goals is di�cult to reason about. Despite these challenges, existing mobile robots are largely

designed by hand. The resulting robots are highly capable, but are the product of many

tedious design and testing cycles. Since the space of possible solutions is simply too large,

designers are often forced to accept suboptimal solutions.

The di�culty of manual robot design has other knock-on e�ects as well. Robot designers

are often afraid to break the mold, and rely on tried-and-true solutions. The design of walking

robots, for example, has largely converged on 12-degree-of-freedom quadrupeds. While four-

legged animals are common, nature exhibits a limitless variety of other forms. These include

arthropods, which account for more than eighty percent of all known animal species. It is

17



certainly possible that one of these other forms are more suited to a particular task. With

greater ability to explore other robot designs, more diverse robot morphologies could be put

into practice.

Automating robot design therefore has the potential to revolutionize robotics. Computers

can consider all aspects of the design process simultaneously, leading to more optimal robots

than those designed by humans alone. By reducing the time needed to design a robot,

designers can more quickly create robots for new use cases. Finally, reducing the workload on

robot designers would allow for an explosion in robot diversity. Instead of being occupied with

the low-level details of robot design and sticking to known solutions, designers would now

be free to explore more interesting robot morphologies. Creativity and aesthetic preferences

could take on a greater role in the robot design process.

Tools for automatic robot design already exist, but are limited to optimizing only one

robot type. As a result, designers must learn a new tool for every type of robot they want to

design. Some of this domain speci�city can be attributed to di�erences in robot dynamics.

Walking robot simulations need to consider collision, for example, but do not need to model

aerodynamics to the same degree as for �ying robots. Similarly, walking robots will likely

require more sophisticated controllers than �ying ones. Unifying the remainder of the design

process might be possible, however. Creating a general-purpose robot design framework with

interchangeable modules could �atten the learning curve for designers and allow advances

to be shared across the �eld. This in turn could drive adoption, bringing us closer to our

vision of widespread, automated robot design.

1.1 Vision

For automatic robot design to truly catch on, we need to lower the barrier to entry and

minimize friction. As such, the ideal robot design work�ow should be general and responsive.

Ideally, designers would only need to learn a single, modular work�ow that applies to any

18



form of robot. Current tools can only design one type of robot, leading to a proliferation of

di�erent work�ows. Components which are necessarily problem-speci�c, such as simulation,

should instead be modular and easily replaceable. This raises the question of interoperability.

Interfaces between di�erent tool subcomponents (such as simulation and optimization) are

currently ad hoc, complicating code reuse across di�erent projects. By de�ning a common

robot representation that is applicable across multiple domains, unifying these separate

e�orts becomes possible.

In order to realize a time savings over manual design, automated tools should also be

responsive. Designers should be able to obtain optimized robots within a work day, and

ideally even faster. This requirement rules out many traditional optimization approaches

such as genetic algorithms. Faster optimization algorithms also enable more interactive

exploration, which is key to unlocking designer creativity. Modifying the problem setting and

solution preferences during the design process would become practical, allowing designers to

examine �what-if� scenarios. To make these possibilities a reality, we need faster optimization

algorithms that are specially adapted to automated robot design.

This thesis makes contributions towards both of these goals. By using a technique called

graph grammars to design land-based, underwater, and aerial robots, we show that they can

serve as a general robot design representation for rigid robots. Additionally, we show how

these graph grammars can generate a limitless variety of designs while inherently enforcing

validity. Finally, we demonstrate a learning-based search strategy called Graph Heuristic

Search that can e�ciently search a graph grammar for optimal designs. Graph Heuris-

tic Search �nds better-performing designs in signi�cantly less wall clock time compared to

baseline methods, improving the responsiveness of our design framework.

This dissertation's main thesis can therefore be summarized in the following sentence:

Graph grammars combined with a learning-based search strategy enable general and e�cient

automatic design of rigid robots.

In support of this thesis, we make several contributions across multiple robotic domains:
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ˆ A recursive graph grammar that generates a wide range of inherently fabricable land-

based robot forms, which can be built in their simulated con�gurations.

ˆ A Graph Heuristic Search method for e�ciently searching the design space described

with the grammar. This method is benchmarked against alternatives including Monte

Carlo tree search and random search.

ˆ A demonstration of terrain-driven optimization for land robots using MPC-based stochas-

tic evaluation of each proposed design. We show the variety of innovative robot designs

that are obtained across six di�erent terrains. In addition, our approach identi�es a

number of high-performing robots for a single terrain or combination of terrains.

ˆ A novel graph grammar for underwater robots that captures a diverse space of topolo-

gies.

ˆ A formulation of heterogeneous robot �eet design as a modi�ed knapsack problem and

an e�cient, exact algorithm to solve it.

ˆ A novel �ying robot co-design space enabling both discrete and continuous variations

in shapes.

ˆ An e�ective, hybrid search algorithm that co-optimizes the discrete and continuous

design parameters, together with a di�erentiable �ying robot simulator we developed.

ˆ An evaluation of our computational design pipeline on dynamic �ight tasks to demon-

strate its value in both automatically re-discovering canonical �ying robot designs and

revealing new higher-performance designs.

1.2 Overview

The next chapter provides a more detailed explanation of graph grammars and Graph Heuris-

tic Search. It also breaks down the various subcomponents of an automatic robot design
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framework. Finally, it places our methods in the context of previous work. The chap-

ter shows how graph grammars and Graph Heuristic Search emerge as a promising design

representation and search strategy, respectively, that work seamlessly with other powerful

techniques.

Later on, Chapters 3, 4, and 5 show how graph grammars and Graph Heuristic Search

enable e�cient and broad design exploration across multiple domains of robotics. Combined

with the techniques mentioned earlier, they can �nd higher-performing designs in less wall-

clock time than baseline methods. In this way, they demonstrate their utility in a general,

e�cient robot design framework.

Finally, Chapters 6 and 7 conclude with a discussion of lessons learned, avenues for future

work, and closing remarks.
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Chapter 2

Background and Related Work

When creating a robot, designers often decide on its hardware con�guration before beginning

to write its software. This makes sense for at least two reasons: software is more �exible,

and it can only use whichever sensors and actuation are available. This sequential design

process is not always ideal. Robots are often limited by compute capabilities, and a di�erent

selection or placement of components can greatly simplify the control software. Given how

much the performance of a robot's controller depends on its shape and vice versa, it is natural

to wonder whether they should be designed at the same time. This idea of simultaneously

optimizing both the hardware and software design of a robot is often formally referred to as

robot co-design.

Robot co-design is not a new concept and is often done manually. For example, many

design decisions can be justi�ed from �rst principles or through simple analysis. This bottom-

up approach is not always possible, however. Robots with complex dynamics, such as walking

or �ying robots, are much more di�cult to reason about. The performance of these robots

is intrinsically linked to both their morphologies and the controls used to accomplish their

task. This complex interplay between shape and control was �rst addressed by Karl Sims

in a series of seminal works[4], [5]. While they were presented in a computer graphics

context, all of the building blocks of computational robot co-design are present: design
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representation, simulation, and optimization. Previous work in automated robot design

provided analytical solutions to particular robot design subproblems [6]. In contrast, Sims'

work proposed a general, computational approach that could apply to a wide variety of

scenarios. The following sections describe advances in computational robot co-design and

how they lay a foundation for this thesis.

2.1 Design Representation

All computational co-design systems require some way to represent individual designs. An

ideal design representation is both expressive and compact. Expressivity allows exploring

the full range of design possibilities without excluding any potentially high-performing de-

signs. Compactness reduces both the memory required to store candidate designs and the

computation needed to fully explore the space of possible designs. These considerations are

largely antithetical, and �nding a design representation that balances the two is essential for

an e�ective co-design framework.

For robots, design representations must encompass both shape and control. The two

domains are very di�erent, and many robot co-design frameworks choose to represent them

separately. In this scenario, the design representation is a combination of ashape represen-

tation and a controller representation. Shape representation is the enabling factor in many

robot co-design frameworks, while controller representation tends to take a supporting role.

For this reason, the remainder of the section will mainly focus on robot shape representations.

2.1.1 Shape Representation

In the simplest case, a robot co-design problem might only consider a �xed arrangement of

components. Each component has its own set of continuous parameters. By concatenating

the parameters of all components, the shape design of the overall robot can be expressed

as an m-dimensional vector� 2 R m . Even in this limited setting, optimizing shape and

23



controller parameters together can result in greater task performance compared to optimizing

the controller alone [7]�[10]. A similar approach can be applied to character animation [11],

where the topology of the robot is selected through an interactive interface instead of being

determined by source code. In either case, the co-design system is limited to optimizing only

a single, pre-de�ned topology. Performance of the �nal optimized design is limited by the

user's ability to anticipate the optimal discrete robot topology.

Soft robots, which may not consist of individual components, are more amenable to

a continuous-only representation. One popular approach is to discretize material proper-

ties such as mass density and Young's modulus on a volume grid. While simple, this ap-

proach su�ers from extremely high dimensionality�in other words, the representation is not

compact. Dimensionality reduction techniques such as Gaussian mixtures [12] and neural

network-based latent representations [13] can provide practical workarounds. Not all real

world applications can make use of soft robots, however, and even soft robots can bene�t

from component selection. We still need a shape representation that can express discrete

design choices in a compact and expressive manner.

These discrete choices take on many forms. They can be as simple as choosing a speci�c

model of motor or the rotation direction of a drone propeller. Other discrete choices are

topological and much more complex. For example, a robot could have a varying number of

legs. The number of continuous design variables would then vary as well, adding another

layer of complexity. This example could be extended further by allowing a di�erent number

of segments per leg. The resulting recursive space of robot topologies becomes very di�cult

to express using traditional, �xed-size shape representations.

In this general case, graphs consisting of nodes and edges have become the most popular

choice of shape representation. Nodes typically correspond to robot components and edges

de�ne mechanical connections between them. Continuous parameters, such as dimensions

and relative positions of components, are expressed as attributes of the nodes and edges. This

graph-based representation is highly expressive. It can express not only continuous variation
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of components, but also di�erent numbers of substructures such as legs and propellers.

Graph-based Mechanism Design

Applying graph theory to mechanism design is a decades-old concept. Graph algorithms

can determine whether two mechanisms are equivalent [14] or e�ciently enumerate all mech-

anisms of a given type [15]. Enumeration is possible for small-scale design problems, but

quickly becomes infeasible for problems of greater complexity. Later work in the �eld of

graph-based mechanism design remains limited in scale, and mainly extends the approach

to other classes of mechanisms [16]. Early computational methods [17] automate the analy-

sis and enumeration of mechanism graphs, but are still not capable of complex mechanism

synthesis.

Any further breakthroughs would have to wait for advances in both discrete optimization

and computational power. In the early 1990s, genetic algorithms began to demonstrate suc-

cess in large-scale optimization problems. Optimizing mechanical structures such as trusses

with thousands of design variables became practical [18]. At the same time, computing hard-

ware improved signi�cantly. Karl Sims' 1994 work,Evolving Virtual Creatures, pushed the

limits of what was newly possible [4]. Using a combination of genetic algorithms, supercom-

puting resources, and graph-based shape representations, Sims [4] demonstrated large-scale

mechanism synthesis for the �rst time. Virtual creatures, represented as graphs, are simu-

lated in a dynamic environment. Graphs representing the best-performing creatures undergo

crossover and mutation operations to generate new candidate designs. The process repeats,

yielding creatures with arm and leg-like appendages capable of swimming, walking, jumping,

and following light sources.

While capable of impressive results, a pure graph-based shape representation is not always

suitable. Graph modi�cations are limited to simple operations such as adding or removing

nodes and edges, or copying subgraphs in the case of genetic crossover. These operations

may not always result in a valid design. Many mechanical components rely on others to
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function, and including just one does not make sense. This is not a concern in the case

of virtual creatures, which can be constructed from abstract modules. Graphs containing

realistic components, however, should be modi�ed using operations that preserve validity.

As demonstrated byEvolving Virtual Creatures, graph-based shape representations can

be very expressive. They are not necessarily compact, however, since they may admit invalid

designs. An additional layer of structure should be imposed in order to obtain a representa-

tion that enables broad exploration while enforcing correctness.

Graph Grammars

Graph grammars o�er a potential solution. A graph grammar consists of a set of rewriting

rules that replace certain patterns of nodes and edges in a graph with other structures.

The overall idea is to make multiple modi�cations simultaneously so that the correctness

of the design is maintained at all times. If the replacement structures contain only valid

arrangements of components, the overall design remains valid. Another key aspect of the

graph grammar-based approach is the use ofnonterminals. Nonterminals are special nodes

and edges that represent abstract concepts. They serve as placeholders and do not correspond

to actual components. Rewriting rules must be applied until a design graph no longer

contains any nonterminals, ensuring that the �nal graph contains only valid components.

With suitable use of recursion and multiple choices of rules, graph grammars can generate

an unlimited variety of unique and valid robot designs. In this way, graph grammars meet

both of our criteria for an ideal shape representation.

Much like graph representations, graph grammars have already proven useful for mech-

anism design. Schmidt and Cagan [19] generate wheeled carts using a graph grammar with

multiple levels of abstraction. Nonterminals in the grammar correspond to concepts such

as �create rolling,� which can be implemented in multiple ways depending on the next rule

chosen. The �nal graphs generated by the grammar are also functionally valid. They map to

physical components from a Meccano® construction set, demonstrating fabricability. Their
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Figure 2.1: An example of a robot graph grammar used to design land-based robots.
S; T; B; E; T; H are nonterminal symbols.

method does not address robotic applications, however, since the carts are passive mech-

anisms. The design process only optimizes the carts' weights and bed areas and does not

consider control.

Similar techniques can be used to optimize passive dynamic brachiating mechanisms [20],
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showing that graph grammars are applicable to multiple domains. The objective function

prioritizes designs that can swing from point to point in a cyclic motion while minimizing

swept area. Rules in the graph grammar are crafted to ensure designs remain symmetrical

at all times, ensuring the cyclic boundary condition holds. This serves as another example

of how graph grammars can enforce validity. Like in previous work, however, the optimized

mechanisms are still passive and uncontrolled.

These existing works clearly demonstrate that graph grammar-based shape representa-

tions can generate a diverse variety of designs while respecting validity constraints. Moreover,

they are applicable to many di�erent domains of mechanism design. In order to accomplish

robot co-design, however, control must also be addressed.

2.1.2 Control Representation

The distinguishing factor between a mechanism and a robot is that the latter reacts to its

surroundings. Mechanisms start in some initial con�guration, and passively evolve over time

according to the laws of motion. On the other hand, robots are active systems. They take

in observations from their environment and then perform actions that bring them closer

to some desired goal. Those actions in turn modify the environment, resulting in a closed

feedback loop. The mapping from observations to actions can be referred to as acontroller.

Like shapes, robot controllers also need a representation.

Di�erent control representations may be suitable depending on our goals. Computational

graphs [4], [21], for example, allow for the control representation to closely mirror the shape

representation. One signi�cant downside of computational graphs is their discrete nature,

preventing e�cient gradient-based optimization. Neural networks, which have emerged as

the standard controller design representation, are largely the opposite. Infamous for being

uninterpretable �black boxes,� they are nonetheless easy to optimize using backpropagation

and gradient descent. They are also highly expressive and scalable to problems of varying

complexity. Neural networks come with a major drawback, however: their parameter count.
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The number of parameters in a neural network controller can easily dwarf the number of

shape parameters by orders of magnitude. Even with gradient-based optimization, robot

co-design with such a controller can be far slower than with simpler controllers.

Given these concerns with computational e�ciency and our focus on shape design, it

makes sense to simplify the controller representation. As such, the work in this thesis

uses simple, low parameter count controller representations such as trim states and linear

quadratic regulators (LQRs).

Trim states are sets of control inputs that keep a vehicle moving at a �xed speed and

orientation. In this thesis, they are used for underwater and aerial robots (Chapters 4, 5).

We optimize each vehicle for multiple trim states, each representing a common phase of

�ight. By only optimizing for a few representative motions, we avoid having to train a full

controller. We can still be reasonably con�dent such a controller exists because we check a

variety of di�erent trim states.

In the case of aerial robots, which need to be robust to wind gusts, we extend the trim

state-based control representation with a linear quadratic regulator. An LQR is a form of

feedback controller that uses linearized dynamics and a quadratic loss function. The loss

consists of a weighted sum of squared control inputsu and squared errors in state variables

x relative to the trim state �x:

J = ( x � �x)T Q(x � �x) + uT Ru: (2.1)

The weighting matricesQ and R often require signi�cant tuning in order to achieve stable

�ight [22]. They also have a signi�cant impact on performance metrics such as power e�-

ciency. For these reasons, we treat the diagonals ofQ and R as controller design parameters.

The resulting control representation, consisting of trim states and LQR weights, strikes a

balance between ease of optimization and ensuring design validity.

An alternative approach, which we use to design walking robots (Section 3), is to have
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no controller at all. Advances in online optimization techniques such as model predictive

path integral (MPPI) control [23], [24] make it possible to synthesize robot control inputs

in real time without an explicit controller. For robots with complex dynamics that are not

amenable to trim states and LQR, this can be an appealing option.

Readers may be wondering where reinforcement learning (RL) �ts into this picture. RL

is capable of training controllers that can generalize to a wide variety of situations. This

generality is often unnecessary in the context of robot co-design, however, and comes at

the cost of signi�cant training time. Using simpler, less general controller representations

allow us to narrow down the space of possible robot shapes more quickly. Once we identify

a suitable robot shape, we can then train a general controller for it using reinforcement

learning if desired.

Overall, there is no single answer to the question of controller representation. Di�erent

representations may be appropriate depending on the type of robot we are trying to design.

Since we are focusing on shape design, we choose to simplify the controller representation

wherever possible. This means trim states and LQR in the case of underwater and aerial

robots, and online optimization in the case of walking robots.

2.2 Simulation

In order to design a robot that will perform well in the real world, we need to emulate

its dynamics as closely as possible. Knowing the dynamics lets us compute performance

metrics such as speed and power consumption. We will refer to the techniques used to

predict a robot's performance from its design assimulation.

Simulation is therefore an integral part of any robot co-design method. The speci�c type

of simulation needed will vary depending on robot type and desired level of accuracy. Most

mobile robots, such as the ones optimized in this thesis, arerigid robots composed of rigid

links connected by movable joints. These robots can be simulated usingrigid body dynamics
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where each rigid link's state is described using six degrees of freedom.

2.2.1 Rigid Body Dynamics

In rigid body dynamics, the pose of each robot link can be described in terms of its three-

dimensional position and rotation. Like other aspects of robot co-design, however, the spe-

ci�c internal representation matters. While position is almost universally described using

Cartesian coordinates, rotation representations vary widely. Di�erent representations are

appropriate depending on the context.

Rotation Representations

Euler angles remain a popular rotation representation in aerospace applications. They di-

rectly correspond to the control axes of �xed-wing aircraft, making them highly intuitive.

They also require only three variables, the minimum possible. While it is possible to use

them in a robot co-design framework [25], they su�er from a number of disadvantages. For

one, certain orientations correspond to singularities. Even when singularities are avoided,

the gradient landscape resulting from a Euler angle parametrization is highly non-smooth.

The derivatives consist of multiple nonlinear factors multiplied together. This can interfere

with techniques such as linearization-based control and gradient-based optimization. Con-

trolling the Euler angle orientation of vehicles using linear quadratic regulators (LQRs) can

be prohibitively di�cult [25].

While Euler angles are intuitive and compact, other rotation representations may be more

appropriate for robot co-design. The work presented in this thesis is based on quaternions,

which o�er a reasonable compromise between compactness and practicality. A rotation of

angle � around the axis(x; y; z) can be written as the quaternion

(w; i; j; k ) = (cos
�
2

; x sin
�
2

; y sin
�
2

; z sin
�
2

): (2.2)
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Although quaternions are not directly interpretable, they o�er a number of computational

advantages. For example, composing quaternions requires fewer �oating point operations

compared to rotation matrices or Euler angles. This computational savings becomes appar-

ent in simulations with a large number of time steps. The main advantage of quaternions

for robot co-design, however, is in computing derivatives. Unlike Euler angle composition

and vector rotation, which produce derivatives with multiple trigonometric factors, quater-

nion operations result in much simpler derivatives composed of only bilinear terms. These

derivatives can be more amenable to gradient-based optimization methods, especially when

performing backpropagation through time (BPTT). Quaternions only require one additional

variable, making them much more compact than rotation matrices.

Equations of Motion

Using quaternions, we can describe the state of a rigid body as a 13-dimensional vector

s =( x; q; vB ; ! ) (2.3)

wherex is the rigid body's Cartesian position relative to the world origin,q is the orientation

expressed as a quaternion,vB denotes the rate of change ofx (rotated into the body frame),

and ! is the angular velocity in the world frame. This follows the practice outlined in Barry,

Florence, and Tedrake [26]. The equations of motion describing the time derivatives ofs can

be written as

m•x = mg + f ; (2.4)

I _! + ! � I ! = �; (2.5)

whereg is gravitational acceleration,m the mass,I the moment of inertia in the world frame,

and f and � the net external forces and torques expressed in the world frame.

Some of these quantities depend on design variables. The massm is the sum of individual
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component masses, so a robot using fewer, lighter components will be able to accelerate

more for the same applied force. This is one example of how the shape design of a robot

can in�uence its performance. A more complete description of rigid body dynamics in the

context of �ying robots is given in section 5.4.1.

2.2.2 Articulated Body Dynamics

For simplicity, many aerial and marine robots are modeled as a single rigid body. Propellers,

despite being separate rigid components connected by a rotating joint, can only contribute

external forces and torques. This simpli�cation is often reasonable because the mass of

propellers is negligible compared to the mass of the robot chassis. This assumption does not

always hold, however. In the case of walking robots, the interactions between adjacent limb

segments have a large impact on the robot's motion. We need special techniques to simulate

the dynamics of thesearticulated bodies.

One approach is to treat each rigid segment (orlink ) as its own rigid body and introduce

a constraint for each joint. Each constraint restricts the relative pose between adjacent

links, ensuring that it re�ects the corresponding joint's range of motion. This approach,

known as the maximal coordinate formulation, prioritizes implementation simplicity over

performance. Enforcing the constraints can be di�cult, and some amount of constraint

violation is expected. This can manifest as visible misalignment and separation between

links. Additionally, the number of state variables greatly exceeds the true number of degrees

of freedom in the system. This leads to greater memory consumption and unnecessary

computation.

A more recent approach for simulating articulated bodies is known as thereduced coor-

dinate formulation. Featherstone [27] shows how the dynamics of a rigid body can be gener-

alized to articulated bodies with internal revolute and prismatic joints. Only one additional

coordinate variable is needed for each joint compared to six for the maximal formulation.

Computational complexity is only linear in the number of joints, and it becomes possible to
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use unconstrained optimization techniques such as gradient descent. The reduced coordinate

formulation also inherently eliminates the problem of joint separation, producing more accu-

rate results. Due to these advantages, we simulate land based robots described in chapter 3

using reduced coordinates.

The implementation details of reduced coordinate dynamics are outside the scope of this

thesis. [28] provides an introduction to this topic that assumes basic knowledge of rigid body

dynamics.

2.3 Optimization

Design representation and simulation make it possible to predict the performance of a robot

from its design parameters. While useful to designers, they fall short of a full robot co-design

method. We need optimization in order to close the loop and automate the robot design

process. Based on the performance of previously simulated designs, optimization algorithms

determine which designs to try next. Ideally, they should reveal optimal robot designs in as

few iterations as possible.

No single algorithm is suitable in every case, and the appropriate algorithms depend on

the speci�c design representation and simulation used. In the case of a hybrid discrete and

continuous design representation, using multiple nested layers of optimization may make

sense. The remainder of this section discusses developments in gradient-based optimization

and heuristic-based search algorithms that are combined in this thesis.

2.3.1 Gradient-Based Optimization

Normally, simulation is a one-way computation that goes from a robot design to its per-

formance. Based on the results of multiple simulations, gradient-free optimization methods

such as genetic algorithms and reinforcement learning can gradually improve the robot's

shape and controller. These methods tend to be very slow and require a large number of
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samples to converge. This sample ine�ciency limits the complexity of designs that can be

explored.

Gradient-based optimizers form another category of optimization methods. As the name

suggests, they require our simulation to providegradient information. In the simplest case,

this consists of �rst-order derivatives of the objective function with respect to every design

parameter. Adding gradient information results in adi�erentiable simulation. Optimizers

no longer need to estimate the gradient themselves, increasing sample e�ciency.

Di�erentiable simulation has already proven useful in system identi�cation and con-

trol [29]�[31]. In each case, gradient information signi�cantly reduces the time needed to

train a controller. More recent work [9], [32], [33] examines how di�erentiable simulation

can be extended to robot co-design. Gradient-based methods can e�ciently optimize shape

parameters at the same time as the control parameters, often with minimal additional code.

While gradient-based techniques can accelerate robot co-design, they also su�er from a

number of pitfalls. Discontinuities in either the objective function or its gradients (which

can result from collision) often result in failure to converge. Gradient-based techniques are

also prone to local minima, making initialization important.

Even with workarounds for these issues, gradient-based optimization cannot address every

aspect of robot co-design. As mentioned earlier, the shape of a robot is described by both

continuous and discrete parameters. Gradient-based techniques can only improve the former.

Other methods are still needed to decide on the best discrete topology and component

selection for a robot.

2.3.2 Graph Heuristic Search

While e�cient methods exist for continuous design optimization, discrete design optimiza-

tion is generally more di�cult. We cannot rely on gradient information, and it is easy to

miss high-performing designs. Early work in mechanism design relies on exhaustive enu-

meration [15], [16] to �nd the best settings of discrete design variables. While simple and
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globally optimal, enumeration is only possible for the smallest design problems. Later work

improves scalability though intelligent partial search. Instead of �nding a global optimum,

these methods only intend to �nd acceptable solutions within a limited number of iterations.

One class of partial search methods is best-�rst search using hand-crafted heuristics [34],

[35]. Very few iterations are needed to achieve a reasonable result, but the quality of the

heuristic has a large impact on e�ciency. The heuristic functions also require domain-speci�c

knowledge, and they do not generalize to other types of mechanisms.

Another class of partial search methods includes simulated annealing [36] and genetic

algorithms [4]. Thesestochastic search methods incrementally modify designs using a set

of operators, keeping better-performing modi�cations with greater probability. This biases

the search towards high-performing regions of the design space without needing hand-written

heuristics. One signi�cant disadvantage of these methods is their low sample e�ciency. Since

they are e�ectively random walks, a large number of iterations is required to �nd optimal

designs.

More recent approaches based on learned heuristics aim to combine the advantages of both

heuristic-based and stochastic search. The heuristic function, rather than being designed

by hand, is �tted to data from previous design evaluations. After enough iterations, the

heuristic becomes capable of guiding a best-�rst search towards more promising designs.

This concept, which can be considered a form of deep Q-learning, combines the generality

of stochastic methods with the e�ciency of heuristic-guided methods. Deep Q-learning is

capable of surpassing human instinct on control [37] and combinatorial optimization [38]

problems. The latter work demonstrates how deep Q-learning can be applied to graph

data, but relies on prede�ned graph embeddings. More recent work trains entire graph

neural network (GNN) based heuristics from end-to-end [39], [40], taking advantage of their

increased representational power. Our Graph Heuristic Search (GHS) algorithm builds on

this line of work and extends it to graph grammar-based shape design. Unlike previous work,

GHS accounts for nonterminal symbols and the changing cardinality of graphs as they are
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incrementally built by a grammar. Section 3.6.1 explains Graph Heuristic Search in detail.

2.4 Summary

The building blocks of computational robot co-design have advanced signi�cantly over the

past few decades, but the overall work�ow remains the same. All robot co-design systems

need a way to represent designs, simulate them, and optimize their design parameters for

better performance. This section outlines the speci�c methods used in this thesis, namely

robot graph grammars, rigid body simulation, di�erentiable simulation, and Graph Heuristic

Search. Some of these methods are novel, and we place them in the context of prior devel-

opments. Other methods, which are already suitable for our purposes, are chosen to form

complete robot co-design work�ows. The next three chapters are previously published work

that put these methods into practice.
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Chapter 3

Land Robots

3.1 Introduction

The automation and understanding of robot design, and the interplay between the structure

and controller of a robot has long been a key research question [12]. This is a particularly

challenging research problem as the design space is vast and intractable and there are lim-

ited tools for automatically and e�ciently exploring it. To enable large scale search and

optimization of robots we need new approaches for structuring this design space, tools for

searching it e�ciently, and simulations for exploring and evaluating many thousands of de-

signs [41]. Importantly, the tools developed must allow for the emergence of imaginative,

or even inventive solutions, which diverge from those that manifest from more traditional

design approaches [42].

To address this challenge, we introduce a simulation-based system for simultaneously

optimizing the physical structures and controllers of robots. The goal of the system is to

take a set of user-speci�ed primitive components and generate an optimal robot structure

and controller for traversing a given terrain. The primitive components include di�erent

joint types, links, and wheels, each with user prescribed attributes such as rotational angles

and axes, sizes, and weights. The user can specify the makeup of the primitives to match
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what physical components they have available. In theRoboGrammar framework each robot

is represented by a graph. To e�ciently search the design space of robot graphs, we intro-

duce a recursive graph grammar that emphasizes mobility and fabricability. Our grammar

is expressive and maps realistic components to fabricable con�gurations, and can adapt to

changing component primitives. Furthermore, we couple the grammar with physical simula-

tion and controller synthesis, allowing us to rapidly create, optimize, and test robot designs.

We use model predictive control (MPC) to provide a stochastic approach to controller learn-

ing. In order to make the search of a large design space e�cient, we introduce a novel Graph

Heuristic Search algorithm which generalizes the knowledge of explored designs to predict

performance of unexplored branches of the search space. Speci�cally, our search algorithm

takes a learning-based approach inspired by reinforcement learning, iteratively exploring a

large space of robot designs for a given task, and learning a heuristic function to gradually

steer that search toward optimal designs. Our learning model takes a neural-based approach,

exploiting a graph neural network architecture to provide a fast method for approximating

the performance metrics of best designs.

In summary, this chapter presents the following key contributions:

ˆ A recursive graph grammar that enables the generation of a wide range of inherently

fabricable robot forms, which can be built in their simulated con�gurations.

ˆ A Graph Heuristic Search method for e�ciently searching the design space described

with the grammar. This is bench-marked against alternatives including Monte Carlo

tree search and random search.

ˆ A demonstration of terrain-driven optimization using MPC based stochastic evaluation

of each proposed design. We show the variety of innovative robot designs that are

obtained across six di�erent terrains. In addition, our approach identi�es a number of

high-performing robots for a single terrain or combination of terrains.

The following section reviews related work presenting current state-of-the-art research.
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In Section 3.3 we provide an overview of the di�erent systems and algorithms used to enable

the grammar-driven exploration and optimization of robots. Section 3.4 focuses on the graph

grammar which is developed to express a wide range of di�erent robots. We detail the com-

ponents of the grammar, and the rules enabling the creation of innovative robot structures.

In order to evaluate the performance of robots and �nd controllers we use model predictive

control (MPC) with integral control and low-pass �ltering (Section 3.5). In Section 3.6 we

present the optimization process, providing details of the Graph Heuristic Search and the

Monte Carlo tree search implemented for sake of comparison. The results are presented in

Section 3.9, showing best-performing designs generated usingRoboGrammarfor six di�erent

terrains, as well as combinations of terrains. We conclude with a discussion of the limitations

of our approach and identify avenues for future work.

3.2 Related Work

In this section we review techniques for generative design of robots, and existing state of the

art work relating to generative design, graph grammars, and controller optimization.

3.2.1 Generative Design for Robotics

The development of e�ective generative design tools for robotics, including search and evo-

lutionary design algorithms, is a key research challenge [43]. We review several approaches,

detailing the various advantages they o�er and the applications for which they are best

suited.

Many recent approaches usedeep learningwhich provides powerful tools for generative

design. [21] develop a modular co-evolution strategy in which a collection of primitive agents

learn to dynamically self-assemble into a composite body while also learning to coordinate

their behavior to control the body. However, their method results in only simple robots

with a few components, and assumes physically implausible recon�gurability. Reinforcement

40



learning has also been applied in order to continually improve agent design [44]. In their

design framework, both the environment and robot are altered to enable the agent to learn

more e�ectively. Deep learning methods are particularly suited to co-optimization of the

robot body and controller [10], and have the potential to o�er improved performance. Within

the domain of soft robots, there has also been an example of end-to-end controller and

structure design using deep latent representations [13].

Formal Design Methodsare an alternative approach which use a model based approach

to design robots and their controllers. Jing, Tosun, Yim,et al. [45] demonstrate the formal

approach using a large design library and bespoke tools to con�gure modular robots. The

arrangements of modular robots are particularly suited for these methods [46], [47]. Such

methods can require signi�cant hand crafting and do not scale or generalize well.

To search a parameterized design space, in our case a graph grammar, e�cient search

algorithms are required. Genetic algorithms (GAs) iteratively improve designs through a

process inspired by natural evolution [48]. Applied to real-world systems [49], GAs trans-

fer positive `phenotypes' between generations of robots, and allow the development of large

populations of robot designs [50]. Sims [4] evolves creatures optimized for movement in a

three-dimensional environment using a GA. Creatures are represented as directed graphs,

which may include multi-edges. Each creature's kinematic tree is determined by tracing

unique paths through its directed graph. This representation encodes symmetry and repe-

tition in the graph itself, leading to more biologically plausible forms. It is not clear how

the creatures translate into robotic components, however. The e�ect of terrain on optimal

morphology is also not addressed, as all creatures are simulated on a �at surface or in �uid.

GAs have been widely used within the robotics community with demonstrable success [51],

however, in some cases they do not scale well and can have a high sensitivity to input pa-

rameters [52]. They can also be sensitive to parameters such as population size and rate of

mutations or crossovers, and there is little evidence demonstrating convergence to global or

even local minima.
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There are also a number ofhybrid approacheswhich combine multiple methods. Wang,

Zhou, Fidler, et al. [53] propose Neural Graph Evolution, an evolutionary search in graph

space, which iteratively evolves graph structures using simple mutation primitives. Wang,

Lehman, Clune, et al. [54] pairs the generation of environments with the optimization of

agents. Their method simultaneously explores many di�erent paths through the space of

possible problems and solutions, utilizing neural networks and optimization techniques. How-

ever, without a judicious grammar to help constrain the search, their approach has only been

shown to scale to robot designs with a few joint and link components. Further, their reliance

on a genetic algorithm to search over the design space has the same pitfalls as discussed

previously.

In this chapter we explore two candidates for grammar-based generative robot co-optimization.

First, Monte Carlo tree search(MCTS) is a stochastic search algorithm widely used across a

variety of problem domains [55]. It has been applied to game based decision making, notably

for playing Go [56], as well as robot optimization and planning [57], [58]. The algorithm

identi�es the most promising moves, expanding the search tree based on random sampling

of the search space. Schadd, Winands, Van Den Herik,et al. [59] have shown the ability to

extend MCTS to a single-player scenario, which is the case when searching over a grammar.

Despite its wide applicability, MCTS su�ers from low searching e�ciency on complex robot

design problems. We therefore use it as a baseline. Our core algorithmic contribution is

an novel search optimization strategy, referred to asGraph Heuristic Search(GHS). GHS

generalizes the knowledge from explored designs to untested designs to improve searching

e�ciency. By learning an estimator of performance, a heuristic can guide the search, helping

to �nd optimal solutions faster. We apply deep learning, speci�cally graph neural networks

(GNNs), to learn this heuristic. GNNs are particularly suited for learning on topological

or structured inputs, such as robot designs [40]. A variety of GNN models exist, but the

di�erentiable-pooling model [60] is of particular interest for grammar based exploration.
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3.2.2 Graph Grammars

In this work, we examinerecursive graph grammarsas a method for generating expressive

search spaces that are restricted to feasible designs with user-de�ned components. Formal

grammars, sets of production rules for creating valid strings from a language's alphabet,

are widely used for linguistics and natural language processing [61]. This concept can be

extended to graph grammars, which de�ne sets of valid graphs rather than linear sequences.

For the purposes of generative design, the graphs usually describe spatial con�gurations of

mechanical components. Early examples include graph grammars for epicyclic gear train

systems [62] and Meccano® -based machines [19]. In robotics, graph grammars have been

applied to modeling self-assembly of robotic systems [63] as well as the structure of robot

interactions and control laws [64]. More recently, a graph grammar has been developed to de-

scribe the physical structure and also the fabrication process for furniture [65]. This grammar

allows complex 3D furniture models to be expressed as manufacturable parts and connectors.

Scalability and applicability to physical systems are key advantages of graph grammars [66].

They provide a way of parameterizing the search space to prevent intractability, while al-

lowing many di�erent structures to emerge.

Most analogous to our work is Stöckli and Shea [20], which describes passive dynamic

brachiating robots with a graph grammar and evaluates them using dynamic simulation.

Their work showed the power of graph grammars in automated robot design, with a wide

range of robots emerging from a relatively limited grammar. Their work did not examine

the expensive control synthesis aspect (as well as the resulting co-optimization problem) and

focused solely on 2D systems with swinging locomotion. In our scenario, simulation and

robot evaluation is far more complex, and requires a more scalable search algorithm.
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3.2.3 Grammar-based Procedural Modeling

Shape grammars use graphical primitives to generate complex geometric shapes. Initially

introduced by Stiny and Gips [67], shape grammars have been used in architectural design

[68]�[70]. A simpli�ed version of shape grammars which is more popular in computer graphics

applications is the set grammar [71]. Grammars for modeling streets and buildings have been

proposed in [72]�[76]. Van Diepen and Shea [77] apply shape grammars to soft robot design,

using predetermined actuation patterns instead of full control synthesis.

A majority of high-performing grammars are still manually designed by experts. Several

works propose automating grammar creation based on a set of example designs [78]�[80].

Lipp, Wonka, and Wimmer [81] develop a framework for interactive grammar editing. Dang,

Lienhard, Ceylan, et al. [82] expand shape grammars with probability density functions

de�ned through an interactive design exploration tool to obtain designs with higher prefer-

ence score. A probabilistic grammar is also used in [83] to parse unseen scenes and assign

segmentation, labels, and object hierarchies.

3.2.4 Control Methods and Approaches

In addition to generating the structure of the robot, some method of generating appropriate

controls is necessary. To allow exploring many di�erent robot structures across di�erent

terrains the control approach must be highly e�cient and robust.

Model predictive control(MPC) is a family of control algorithms used widely for robotics

and process control [84]. A model of the system is used to make predictions about future

behaviour, with online optimization used to �nd optimal controls to meet a desired output.

Within robotics it is widely used to develop trajectory tracking controllers [85], [86]. There

are many variants of MPC suitable for di�erent settings. When no derivatives of the dynamics

are available, for example in a non-di�erentiable simulator, sampling based MPC methods

such as model predictive path integral control (MPPI) [23] are typically used. Low-pass
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Figure 3.1: The input to our system is a set of base robot components, such as links,
joints, and end structures, and at least one terrain, such as stepped terrain or terrain with
wall obstacles. RoboGrammar provides a recursive graph grammar to e�ciently generate
hundreds of thousands of robot structures built with the given components. We then use
Graph Heuristic Search coupled with model predictive control (MPC) to facilitate exploration
of the large design space, and identify high performing examples for a given terrain. Our
approach enables co-optimization of both robot structures and controllers.

�ltering has been shown to be helpful in other simulation-based applications of MPC [24].

Another increasingly popular control approach is the use of reinforcement learning.

Stochastic policy gradient reinforcement learning can enable a 3D biped to walk over rugged

terrain [87]. Peng, Berseth, Yin,et al. [88] demonstrate how hierarchical deep reinforcement

learning can learn dynamic locomotion skills on challenging terrains with a limited amount

of prior knowledge. Reinforcement learning is characterized by the need for large amounts

of data, which can hamper e�orts to wrap control synthesis in an outer design search loop.

3.3 System Overview

RoboGrammarconsists of three main components listed below. Figure 3.1 provides a graph-

ical overview.

First, a recursive graph grammar forms the core of our approach to optimizing the struc-

ture of robots (Section 3.4). We use a graph representation for robot structure and de�ne the

set of components and grammar rules which can be used to assemble robots. Our grammar

encodes simple and intuitive rules in order to e�ciently generate interesting, feasible robot
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designs during the search process.

Secondly, each design generated by the grammar is evaluated using the model predictive

control (MPC) algorithm described in Section 3.5. MPC aims to rapidly �nd a stable,

periodic gait. The objective function optimized by MPC rewards high forward speed and

maintaining the initial orientation.

The third component of our system is the novel Graph Heuristic Search (GHS) algorithm

described in Section 3.6. GHS searches over the design space de�ned by the grammar to

e�ciently identify optimal robots and controllers. The algorithm exploits a graph neural

network-based heuristic function, whose architecture is analogous to the graph-like structure

of rigid robots. The heuristic function is learned as the search progresses using ground-truth

data from the MPC-based evaluations.

We describe how users specify problems in our framework in Section 3.7, and provide im-

plementation details in Section 3.8. Di�erent terrains are used to embody objective functions

for which the robots are optimized. We demonstrate our system on single and multi-objective

optimization problems, and showcase our results in Section 3.9.

3.4 Robot Grammar

Starting with a given set of robot components, our goal is to e�ciently explore over the

space of robots that can be formed from these components. However, this space can be

combinatorially large and primarily composed of nonsensical designs. In order to make the

search more tractable, we constrain it with a bio-inspired graph grammar. The structural

rules are inspired by arthropods, which make up a majority of known animal species. Note

that we only use bio-inspiration as a starting point. We choose to include wheels, which

enable even more forms of locomotion at the cost of only one additional rule. Our grammar

includes many familiar forms, while allowing novel designs to emerge.
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3.4.1 Robot Representation

In order to enable robot design with graph grammars, we represent robots in the form of

directed acyclic graphs. Each node of the graph represents a physically realizable component.

We consider robot structures to consist of body segments and limbs, with optional head and

tail. The structures are composed of rigid links and rigid or articulated joints. Each body

segment can have at most one pair of legs attached to it.

As our grammar is based on arthropods, it only describes symmetrical robots. Legs are

always added in pairs and each pair has identical leg structure on both sides. Exceptions

to this rule are the optional head and tail limbs, which are individually formed and are not

necessarily symmetrical. We encode symmetry and repetition by representing each pair of

legs with a single branch in the robot graph (see Figure 3.2). This scheme helps simplify

rule de�nitions in the grammar.

After deriving a full robot graph, we convert it to a kinematic tree for e�cient simulation.

Note that all robots in our grammar, as well as the vast majority of animals and existing

robots have kinematics that can be described by a tree. A new robot component is added

per graph node, for each unique path connecting the tree root and that node. Finding the

root node involves selecting an arbitrary node and following edges backwards until a node

with no incoming edges is reached. Each graph node may produce multiple components in

the kinematic tree due to our symmetry-enforcing scheme.

3.4.2 Grammar De�nitions

We de�ne a recursive graph grammarG as a tuple

G = ( N ; T ; A ; R; S)

where N and T are sets of non-terminal and terminal symbols respectively,A is a set of

attributes for certain terminal symbols, R are production rules andS 2 N is a starting
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Figure 3.2: An example of a kinematic tree (top) with the corresponding robot graph (bot-
tom). To enforce symmetry in leg pairs, after adding nodes for connectors on both sides of
the body, both legs of one pair are de�ned in one branch of the graph.
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Figure 3.3: A list of structural rules of our robot grammar. HereS; H; Y; B; T; U; E; J; L 2 N
are non-terminal symbols. Ruler1 initializes the body structure, while r2 can be used to
extend the body. Note that each body segmentU can have at most one pair of limbs attached
to it. Rule r3 enforces symmetry of the limb pairs, and ruler4 allows body segments without
limbs. Rule r5 serves for extending the limbs, andr6 and r7 for adding back and front limbs.

symbol. Non-terminal symbols are temporary graph nodes that help us construct di�erent

body and leg parts. Terminal symbols are �nal graph nodes which represent physical robot
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components (e.g., links, joints, wheels, etc.). We refer to graphs with only terminal symbols

as �complete� robot designs, and all other graphs as �partial� robot designs. In addition, we

assign attributes to several terminal symbols. The attributes de�ne the initial state of the

robot by determining initial lengths and angles between robot parts. Each production rule

from R has the form:

Q ! W

where Q 2 N is a non-terminal symbol, andW is a graph that has at least one node, no

matter if it is a non-terminal or a terminal symbol (see Subsection 3.4.3 for more details).

A production rule is applied to a current robot graph by detecting an occurrence ofQ to

replace withW . Since our grammar is recursive, a non-terminal symbolQ can appear again

on the right hand-side of the rule as part ofW . A recursive grammar allows us to concisely

represent a wide variety of structures, including complex body shapes with numerous limbs

such as a centipede.

3.4.3 Production Rules and Robot Components

Here we present the production rules used to create robot structures. We divide our robot

grammar rules into two main categories:structural rules and component-based rules. Struc-

tural rules serve to construct a physically realistic topology for the robot and de�ne the

number of body and limb segments. Every structural rule has at least one non-terminal

symbol on the right-hand side. The list of these rules is given in Figure 3.3.

Component-based rules replace non-terminal symbols with terminal symbols representing

robot components. Graph nodes with terminal symbols cannot be replaced. Several terminal

symbols have assigned attributes. Attribute� r 2 A limits the rotational range of a joint.

Attribute � i 2 A determines the initial position of the links connected with the corresponding

joint and it can be chosen from a given set of possible values. All the angle values� i are

de�ned relative to the position of the previous robot component. A list of the component-
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Figure 3.4: Component-based rules of the robot grammar. Initial-pose angle� i and rota-
tional range angle� r are attributes of joints. Adding, removing, or editing any link or joint
component is straightforward. Note that we do not use a physical representation for the
head, tail, hands, feet, and other types of end components for simplicity. However, the
grammar can easily incorporate any new component representing an end structure.
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Figure 3.5: A derivation sequence for a Simple Walker robot generated with our grammar.
Derivation begins with the start symbolS, then creates the body and extends it with rules
r1,r2 respectively. Legs are added on both body segments with ruler3 applied twice. Both
pairs of legs are extended, adding additional sets of joints and links, withr5. For the Simple
Walker, end structures are not used, hence we remove them withr21,r22, and r23. Finally,
terminal components are added for each segment of the robot, following the rules from
Figure 3.4.

based rules in our framework is presented in Figure 3.4. Note that thanks to our grammar-

based approach and the set of rules we propose, the list of components used for robot

construction can be easily adapted. There is no requirement that structural rules be applied

before component-based rules or vice versa.

Our recursive grammar is designed in a way that allows for a potentially in�nite number

of legs and body segments. In order to limit the design space, our implementation uses a

recursion counter. The recursion counter counts the total number of derivation steps. We set

the maximum as 40 in our experiments. Increasing this parameter would allow for creation

of more complex designs, while also increasing algorithm run time.

An example robot derived from grammarG, along with the sequence of production rules

applied, is shown in Figure 3.5. More interesting examples generated with our grammar are

presented in Figure 3.6.

3.5 Simulation & Control

Here, we describe our method for simulating and controlling generated designs. This is

necessary both for co-optimizing designs and controllers, as well as evaluating the quality of
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